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  Panoramic mask in hypoallergenic natural rubber. 

 

 

 

• Standard thread filter connection according to EN 148-1 Standard. 

• Inner mask, which reduces the dead space moulded in thermo-

rubber with 2 air circulation valves. Those valves prevent the visor 

from steaming up and towards an excessive carbon dioxide level 

in the exhaled air. 

• Panoramic visor made in polycarbonate with anti-scratch 

treatment. 

• Head harness with 5 straps, moulded in synthetic rubber with 

quick fastening buckles. 

• The full face mask is designed to achieve a perfect seal with no 

vexatious pressures on the most of the face shapes. 

• The full face mask MOD.3100 combined with the corresponding 

filters is for all the users that need protection against vapours, 

gases and/or particles. 

 

 

 

 

 

PURPOSE 

CHARACTERISTICS 

PROPÓSITO 



 

 

 

 

MASPROT S.C. e I. LTDA. 

Departamento de Gestión de Calidad  

Carlos Walker Martínez 5574, San Miguel 

Santiago de Chile 

Tel: +56 2 24989000 Fax: +56 2 4989001 

Email: masprot@masprot.cl 

WEB: www.masprot.cl  

 

NEW 

Doris Quintana P. 
Jefe Laboratorio y Gestión de Calidad 

FULL FACE M3100 
 

 

 

 

 

 

MOD.3000 full face mask meets the requirements of EN 136:1998 European Standard and it has the CE marking according to the 

European Directive 89/686/EEC, as a PPE of III category. 

CNMP (Notified Body nº 0159), is the responsible of both the certification and the final product control. 
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Take particular care of any contaminants deposited on the mask. All cleaning should take place in safe area. Do not use abrasive 

substances or solvents to clean the visor. 

After removing the mask and contaminated filter, clean under running water to remove most of the contaminants; then clean 

more fully by placing in hot water (temperature not higher than 40 ºC) with neutral soap 

If disinfection is required, use a solution of a common disinfectant based on quaternary ammonium compounds. Dry the mask 

with a soft, clean cloth or make it dry completely naturally. 

Clean the dry visor with a clean cotton wool. 

 

 

 

 

 

 

 

 

- This respirator is not supplied with oxygen (O2) and should be used in a ventilated working atmosphere where the oxygen content is 

greater than or equal to 19.5% by volume. 

- The appropriate type of filter will be selected according to the concentration and type of contaminant in each case. 

- Two filters should be mounted on each respirator. 

- In no case will it be used for protection against Carbon Monoxide. 

- The respirator must not be modified or altered. 

- This respirator with filters cannot be used in containers, wells, sewers or closed places without ventilation. 

- The beard or any other element must be removed on the wearer's face, which makes it difficult to keep the respirator tight. 

- The work area should be left in case the respiratory equipment has been damaged, if you have difficulty breathing and / or if you feel 

discomfort or dizziness. 

- The manufacturer or seller will only be responsible for replacement of the product if it proves to be defective at the factory. 

- The manufacturer or seller is not responsible for any personal injury or damage due to misuse of the product, or use with filters / cartridges 

not mentioned in this Technical Data Sheet. 

- Consult a safety expert to ensure that you are using the correct filter or cartridge. 

SOME LIMITATIONS USE 

WARRANTY 

MAINTENANCE 


